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Desk Systems

OKIN's Desk Systems are the perfect solution for those looking for flexibility and optimal support. Simple to assemble, our frames are adjustable,

easily adapting to a wide range of sizes, while providing a strong stable structure.

OKIN's Desk Systems can be customized according the customer needs on request.

DS2 (Single Motor)

Black Silver White
RAL 9005 RAL 9006 RAL 9016

® Noise <48dB

DS2 (Dual Motor)

® Anti-Collision

Load Capacity 800N
Max Speed 25mm/s
N | Min Height 695mm
. Stroke 480mm
= Max Height 1175mm
Frame Width 1100-1500mm
Column Size 80*50mm
Number of sections 2-Stage columns
41 OKIN

Load Capacity 800N
i Max Speed 25mm/s
Min Height 690mm
Stroke 500mm
Max Height 1190mm

Frame Width

1100-1500mm

Number of sections

2-Stage columns
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DS2 (Dual Motor)

Dual Column System

DS3 (90° 120° 180° Three-angle Adjustable)

Triple Column System

DS2 (Rapid Mount)

Load Capacity 1200N
Max Speed 35mm/s
Min Height 600mm
Stroke 650mm
Max Height 1250mm
Frame Width 1100-1800mm

Number of sections

3% / 3-Stage columns

Dual Column System

"

r

L Load Capacity

1500N
Max Speed 35mm/s
Min Height 600mm
Stroke 650mm
Max Height 1250mm
Frame Width 1100-1800mm

Number of sections

3-Stage columns

DS4 Face-to-Face Bench System

61 OKIN

Load Capacity 1200N
Max Speed 35mm/s
Min Height 600mm
Stroke 650mm
Max Height 1250mm
Frame Width 1011-1750mm

Load Capacity 1200N
",, Max Speed 35mm/s
£ Min Height  600mm
Stroke 650mm
Max Height 1250mm
Frame Width 1100-1800mm

Number of sections

3-Stage columns
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TDS1H.472

TDS2.151
Load Capacity 800N
Max Speed 25mm/s
Lifting range 920 ~ 1400mm
Suitable for TV sizes 55" ~ 75"
TDS2.471
Load Capacity 1200N
Max Speed 35mm/s
Lifting range 800 ~ 1450mm
Suitable for TV sizes 55" ~ 90"

8 1 OKIN

Load Capacity 800N
Max Speed 25mm/s
Lifting range 810 ~ 1810mm
Suitable for TV sizes 40" ~ 55"
TAS1
Load Capacity 300N
Max Speed 15mm/s
Tilting range 0-85°
Suitable for TV sizes 32" ~ 75"
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Silver
RAL 9006

48dB

White
RAL 9016

2-Stage

Load Capacity: 300N Max Speed: 25mm/s Height: Min 650mm / Max 1150mm  Stroke: 500mm

DD471.2 DD452.2 DD441.2

70x70mm e——— 50x80mm e——

Upside Down J

3-Stage

DD451.2

50x80mm e———

Load Capacity: 300N Max Speed: 35mm/s Height: Min 560mm / Max 1210mm  Stroke: 650mm

DD471.3 DD451.3 DD452.3

70x70mm e——— 50x80mm e&——— 50x80mm e———

Upside Down J

DD442.3

Q70mm e——

Upside Down J

DD472.3

70x70mm

Upside Down J

DD441.3

V70mm e——
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Control Units and
Handsets

Ergonomic, user-friendly design meets a high-efficient transmission system to provide a wide range of modern and elegant

Control Units that can be customized to meet the customer needs on request.

DB02 Control Units
Desk System 237#% / 2-Column Systems
Input 100-240V AC
Output 24V DC
Certifications CB, UL, CE, SAA, PSE, KC
Standby Power 0.1W
DBO3
Desk System 337#E / 3-Column Systems
Input 100-240V AC
Output 27V DC
Certifications CB, UL, CE, SAA, PSE, KC
Standby Power 0.1W
MBO02
Desk System 237#E / 2-Column Systems
Input 29V DC
Output 29V DC
Certifications CB, UL, CE, SAA, PSE, KC
Standby Power 0.1W
NBO2

Desk System 237#% / 2-Column Systems
Input 100-120V AC, 220-240V AC
Output 24V DC

Certifications

CB, UL, CE, RCM, FCC

Standby Power

0.5W
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DHO01.01 DH01.02 DH01.03

DHO01.15 DH01.16 DHO01.18
)
- 4
Q RC002
DH02.01 DH02.03 DH02.04
Q Q RC003
DHO01.25 DH03.01 ABO2. +ancket with it in Control sox
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